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Report of Test
L13906-R01

This test report supercedes and replaces test report number L13906

Ecopoint LED T8 Replacement Tube. Product ID: ecoLED T8 Replacements EFTF1200-6KN F Series.
Tube is 1198 mm x 30 mm diameter, with a translucent plastic diffuser and ribbed metal heat sink.
One end of the tube has a plastic end cap containing internal electronic driver. T8 bi-pin lamp caps.

Tube was tested with an Ecopoint 1A/240V fuse in circuit.
Electrical parameters: 240.0 V / 0.10 A / 18.2 W / 50.0 Hz. Flux: 1505 lm.

Luminous efficacy: 82.7 lm/W.

Performance Summary

Light Output Ratio N / A
Luminaire Power 18.2 W

PREPARED FOR : Ecopoint Ltd., Wellington, 6011, New Zealand.  
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Certified Test Report No. L13906-R01
Ecopoint LED T8 Replacement Tube. Product ID: ecoLED T8 Replacements EFTF1200-6KN F Series.

Tube is 1198 mm x 30 mm diameter, with a translucent plastic diffuser and ribbed metal heat sink.
One end of the tube has a plastic end cap containing internal electronic driver. T8 bi-pin lamp caps.

Tube was tested with an Ecopoint 1A/240V fuse in circuit.
Electrical parameters: 240.0 V / 0.10 A / 18.2 W / 50.0 Hz. Flux: 1505 lm.

Luminous efficacy: 82.7 lm/W.

Fuse

Label
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Certified Test Report No. L13906-R01
Ecopoint LED T8 Replacement Tube. Product ID: ecoLED T8 Replacements EFTF1200-6KN F Series.

Tube is 1198 mm x 30 mm diameter, with a translucent plastic diffuser and ribbed metal heat sink.
One end of the tube has a plastic end cap containing internal electronic driver. T8 bi-pin lamp caps.

Tube was tested with an Ecopoint 1A/240V fuse in circuit.
Electrical parameters: 240.0 V / 0.10 A / 18.2 W / 50.0 Hz. Flux: 1505 lm.

Luminous efficacy: 82.7 lm/W.

LEGEND : C0-Solid, C45-Dashed, C90-Grey       (cd) INTENSITY  SUMMARY  (cd)
C-Plane Output

Gamma C0 C22.5 C45 C67.5 C90 Lumens
0.0 470 470 470 470 470
5.0 468 468 468 468 468 44

10.0 464 463 462 461 460
15.0 455 454 452 449 448 128
20.0 443 442 438 433 432
25.0 428 425 420 413 412 193
30.0 408 405 398 390 386
35.0 385 382 372 360 355 232
40.0 360 355 344 329 321
45.0 331 326 313 294 285 239
50.0 300 295 280 257 245
55.0 267 262 245 220 205 216
60.0 231 228 211 183 166
65.0 196 193 177 147 126 168
70.0 161 159 145 113 91
75.0 128 128 116 85 57 112
80.0 100 99 89 61 29
85.0 77 77 69 42 8 64
90.0 60 60 53 29 0

ZONAL LUMENS AND PERCENTAGES
AVERAGE LUMINANCE  (cd / sq.m) Zone           Lumens % Lamp % Luminaire
Gamma C0 C45 C90 0-30 365 N / A 24.3

45.0 9071 9896 14410 0-40 597 N / A 39.7
55.0 7555 8248 12797 0-60 1052 N / A 69.9
65.0 5905 6569 10699 0-90 1396 N / A 92.8
75.0 4265 4964 7935 40-90 799 N / A 53.1
85.0 2959 3605 3431 60-90 344 N / A 22.8

90-180 109 N / A 7.2
0-180 1505 N / A 100.0

Light Output Ratio = N / A

CERTIFIED BY:

Eric Southgate Date of test 12-Jun-2009
Authorised Signatory Date of report 22-Oct-2010
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Certified Test Report No. L13906-R01
Ecopoint LED T8 Replacement Tube. Product ID: ecoLED T8 Replacements EFTF1200-6KN F Series.

Tube is 1198 mm x 30 mm diameter, with a translucent plastic diffuser and ribbed metal heat sink.
One end of the tube has a plastic end cap containing internal electronic driver. T8 bi-pin lamp caps.

Tube was tested with an Ecopoint 1A/240V fuse in circuit.
Electrical parameters: 240.0 V / 0.10 A / 18.2 W / 50.0 Hz. Flux: 1505 lm.

Luminous efficacy: 82.7 lm/W.

INTENSITY  DATA  (cd)
C-Plane

Gamma C0 C22.5 C45 C67.5 C90
0.0 470 470 470 470 470
2.5 470 470 470 469 469
5.0 468 468 468 468 468
7.5 466 466 466 465 465

10.0 464 463 462 461 460
12.5 460 459 457 455 455
15.0 455 454 452 449 448
17.5 450 448 445 442 441
20.0 443 442 438 433 432
22.5 436 434 429 424 423
25.0 428 425 420 413 412
27.5 418 415 409 402 399
30.0 408 405 398 390 386
32.5 397 394 385 375 371
35.0 385 382 372 360 355
37.5 373 369 358 345 339
40.0 360 355 344 329 321
42.5 346 341 329 312 303
45.0 331 326 313 294 285
47.5 316 311 296 277 264
50.0 300 295 280 257 245
52.5 284 279 264 239 226
55.0 267 262 245 220 205
57.5 249 245 228 201 185
60.0 231 228 211 183 166
62.5 215 211 194 165 146
65.0 196 193 177 147 126
67.5 180 177 161 129 109
70.0 161 159 145 113 91
72.5 145 143 130 98 74
75.0 128 128 116 85 57
77.5 113 113 102 72 43
80.0 100 99 89 61 29
82.5 87 87 78 50 17
85.0 77 77 69 42 8
87.5 68 68 60 35 2
90.0 60 60 53 29 0

Page 4 of 6

VAIO




LightLab
INTERNATIONAL

NATA Accreditation 2258

This document is issued in accordance with
NATA’s accreditation requirements.
Accredited for compliance with ISO/IEC 17025.
The results of the tests, calibrations and / or
measurements included in this document are
traceable to Australian / national standards.

LightLab International
50 Redcliffe Gardens Drive
Clontarf, Queensland, 4019, Australia
A.C.N. 079 575 367
A.B.N. 68 079 575 367

Telephone
Facsimile
Email
Web Site

+61 7 3283 7862
+61 7 3283 8751

lightlab@LSA.com.au
www.LSA.com.au

NATA

WORLD RECOGNISED
ACCREDITATION

 

 

Certified Test Report No. L13906-R01
Ecopoint LED T8 Replacement Tube. Product ID: ecoLED T8 Replacements EFTF1200-6KN F Series.

Tube is 1198 mm x 30 mm diameter, with a translucent plastic diffuser and ribbed metal heat sink.
One end of the tube has a plastic end cap containing internal electronic driver. T8 bi-pin lamp caps.

Tube was tested with an Ecopoint 1A/240V fuse in circuit.
Electrical parameters: 240.0 V / 0.10 A / 18.2 W / 50.0 Hz. Flux: 1505 lm.

Luminous efficacy: 82.7 lm/W.

INTENSITY  DATA  (cd)
C-Plane

Gamma C0 C22.5 C45 C67.5 C90
90.0 60 60 53 29 0
92.5 54 54 47 24 0
95.0 49 48 42 21 0
97.5 44 44 38 18 0

100.0 41 40 34 15 0
102.5 37 37 31 14 0
105.0 35 34 28 12 0
107.5 32 31 26 11 0
110.0 30 29 23 10 1
112.5 28 27 21 10 1
115.0 26 25 20 9 1
117.5 24 23 18 9 1
120.0 22 21 17 8 1
122.5 20 19 15 8 1
125.0 19 18 14 8 1
127.5 18 17 13 8 2
130.0 16 15 13 8 2
132.5 15 14 12 8 2
135.0 14 14 11 8 2
137.5 13 13 11 8 2
140.0 12 12 10 8 2
142.5 12 11 10 8 2
145.0 11 11 9 8 2
147.5 11 10 9 7 2
150.0 10 10 9 7 2
152.5 10 9 9 7 2
155.0 9 9 8 7 2
157.5 9 9 8 7 2
160.0 9 9 8 6 2
162.5 9 8 8 6 2
165.0 8 8 7 6 2
167.5 8 8 6 6 2
170.0 8 8 6 5 2
172.5 7 7 6 4 2
175.0 6 6 5 3 2
177.5 3 4 3 3 2
180.0 2 2 2 2 2
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Certified Test Report No. L13906-R01
Ecopoint LED T8 Replacement Tube. Product ID: ecoLED T8 Replacements EFTF1200-6KN F Series.

Tube is 1198 mm x 30 mm diameter, with a translucent plastic diffuser and ribbed metal heat sink.
One end of the tube has a plastic end cap containing internal electronic driver. T8 bi-pin lamp caps.

Tube was tested with an Ecopoint 1A/240V fuse in circuit.
Electrical parameters: 240.0 V / 0.10 A / 18.2 W / 50.0 Hz. Flux: 1505 lm.

Luminous efficacy: 82.7 lm/W.

Test Distance: 8.0 metres

Test Temperature: 24.6 degrees Celsius

Significance: This laboratory has no control over the selection of samples to be tested.
All testing is performed on the understanding that the significance of the
report is limited to the extent that the test sample is representative of
production units.

Special Notes:                The intensity values contained in this report are shown as tested. When
using these values in calculations the appropriate Ballast Factor and
Manufacturer's rated lumens MUST be taken into account.

It should also be noted that prorating the lumen output for the use of other
lamp/ballast combinations, or for use in different environmental
conditions, than that tested may produce erroneous results.
The generic term "LOR" is used in this report, it denotes the "Light Output
Ratio Luminaire" as defined in Australian Standard AS1680, Part 3, 1991,
Section 1.3.9.
This report is free of erasures and corrections.
Photometric intensity values are reported using the CIE Cgamma
coordinate system as described in CIE Publication number 121.

Uncertainties: At the 95% confidence interval with a factor k = 2, the uncertainties for this 
report are :-

Temperature                         +/- 1  degree Celsius
Light Output Ratio                 +/- 4%
Luminous Intensity                +/- 4%
Angular displacement            +/- 0.25 degrees.

Testing Procedure: Tested in accordance with the applicable sections of CIE Publication
Number 24 and Australian Standard AS1680, Part 3, 1991.
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